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(App,oyed by U.S. Department ol Labor "Essentially Similar" lo Form OSHA-W

Figure 11 Cook Paint & Varnish
CHEMICAL NAME: Applicable

lPair* Thinner) •

SYNONYMS:^
Not Applicable

CHEMICAL FAMILY:
Aliphatica &

FORMULA:
Not AppHraMa

MOLECULAR WEIGHT:

TRADE NAME AND SYNOMYMS: 990 Thinner

Nnf Applicable

..-'. -. ''•-':'-:..-..:cU:^r';?^ '

BOILING POINT, 760 mm. HQ

SPECIFIC GRAVITY (H2O = 1)

VAPOR DENSITY (air = 1)

PER CENT VOLATILES • •
BY VOLUME

APPEARANCE AND ODOR

244 F

.8121

4.19
• ' ' * "

1001

FREEZING POINT

VAPOR PRESSURE AT 20* C.

SOLUBILITY
IN WATER, % by wt.
EVAPORATION RATE
(Butyl Acetate = 1)

Unknown

3.0

Insoluble.

.&Q

Clear and characteristic

M. HAZARDOUS- INGREDIENTS
MATERIAL % TLV (Units)

SEE SECTION IV

III. FIRE AND EXPLOSION HAZARD DATA
FLASH POINT
(test method) 114 F TCC

AUTOIGNITION
TEMPERATURE

FLAMMABLE LIMITS IN AIR, % by volume Lei - .9Z U*l 6.5Z

EXTINGUISHING
MEDIA

Water Fog, Water Spray, Foam, C02 or Dry Chemical

SPECIAL FIRE FIGHTING
PROCEDURES

UNUSUAL FIRE AND
EXPLOSION HAZARDS

Cool exposed containers with water

EMERGENCY PHONE NUMBER (314)-739-6600

While we believe that the data contained herein are lactual and the opinions expressed are those ol qualified experts regarding the results of the tests
conducted, the data are not lo be taken as a warranty or representation tor which we assume legel responsibility. They are ottered solely lor your
conslderallon. and verlllcallon. Any use ol these data and tnlormatlon musl be determined by the user to be In accordance with applicable Federal.
Slate, and local laws and regulations.
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